Table 2 to paragraph (c)(S): Table of Packing Methods

Packing instruction

Inner packagings Intermediate Outer packagings
packagings

101

This Packing Instruction may be used as an alternative to a specifically
assigned packing method with the approval of the Associate Administrator
prior to transportation. When this packing instruction is used, the following
must be marked on the shipping documents:

“Packaging approved by the Competent Authority of the United States of
America (USA)”.

PARTICULAR PACKING REQUIREMENTS OR
EXCEPTIONS:

1. Samples of new or existing explosive substances or
articles may be transported as directed by the
Associate Administrator for purposes including:
testing, classification, research and development,
quality control, or as a commercial sample. Explosive
samples which are wetted or desensitized must be
limited to 25 kg. Explosive samples which are not
wetted or desensitized must be limited to 10 kg in
small packages as specified by the Associate
[Administrator for Hazardous Materials Safety

110(a)

Bags, Receptacles  [Bags, Receptacles  |Drums

PARTICULAR PACKING REQUIREMENTS OR
EXCEPTIONS:

1. The Intermediate packagings must be filled with
water saturated material such as an anti-freeze
solution or wetted cushioning

2. Outer packagings must be filled with water
saturated material such as an anti-freeze solution or
wetted cushioning. Outer packagings must be
constructed and sealed to prevent evaporation of the
wetting solution, except when 0224 is being carried

dry

Bags. Bags. steel (1A1 or 1A2)
plastics, plastics, other metal (IN1 or IN2)
textile, plastic coated [textile, plastic coated [plastics (1H1 or 1H2)

or lined or lined

rubber rubber
textile, rubberized textile, rubberized
textile Receptacles.
Receptacles. plastics
'Wood metal

'wood

110(b)

Bags, Receptacles  [Dividing partitions |Boxes

PARTICULAR PACKING REQUIREMENTS OR
EXCEPTIONS

For UN 0074, 0113, 0114, 0129, 0130, 0135 and
0224, the following conditions must be satisfied:

a. inner packagings must not contain more than 50 g
of explosive substance (quantity corresponding to dry
substance);

b. each inner packaging must be separated from other
inner packagings by dividing partitions; and

c. the outer packaging must not be partitioned with
more than 25 compartments

Bags. metal natural wood, sift-proof wall
rubber, conductive  [wood (4C2)

plastics, conductive [plastics plywood (4D)

Receptacles. fiberboard reconstituted wood (4F)
metal

wood

rubber, conductive
plastics, conductive

111

Bags, Sheets, [Not necessary [Boxes, Drums

Receptacles




